
 

Load classes 
 

Covers and attachments for traffic areas 

According to DIN EN 124 and DIN EN 1229 – Classification by load classes 
is only carried out for manhole covers. The classes are as follows: 

 

 

 

 

Loads Class A 15 
Traffic area that can be used exclusively by pedestrians 
and cyclists. 

Presure 
allowance 

15 kN (1,5 to) 

 

Loads Class B 125 
Footpaths, pedestrian zones and car parking areas and 
car parking decks. 

Presure 
allowance 

125 kN (12,5 to) 

 

Loads Class C 250 
Roadways (including pedestrian streets), road 
shoulders and parking areas that are approved for a 
wheel load of 6.5 tons. 

Presure 
allowance 

250 kN (25 to) 

 

Loads Class D 400 
Roadways (including pedestrian streets), road 
shoulders and parking areas that are open to all types 
of heavy trucks. 

Presure 
allowance 

400 kN (40 to) 

 

Loads Class E 600 
Areas that are subjected to heavy wheel loads, e.g. 
dock facilities, airfields. 

Presure 
allowance 

600 kN (60 to) 

 

Loads Class F 900 
Areas that are subjected to particularly heavy wheel 
loads, e.g., airport operating areas. 

Presure 
allowance 

900 kN (90 to) 

 


